
GF04 quick guide 
 

 

1. Please open the carrying / storing box of the device. 

2. Take the measuring frame out of the box and place it on the bases (Bases are open) 

3. Turning over the rollers of the lateral supporter (It is upturned during transport). 

4. Fixing the lateral supporter (turn both rods and tighten them). 

5. Fixing the PC support bar (turn the rod and tighten it). 

6.Put the battery into the box of the measuring frame and connect the supply cable. 
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7. Fix GETAC computer on to the PC support bar! Adjust it into the required position! 

8. The set-up of the device is completed. The device can be placed on track. 

 

9. Tilt the PC support bar on to your shoulder by transposing of the device ï according to the 

picture. 

10. Place the device on track! (Bases are open!) 

11. Pull out the telescopic lateral supporter a fix it such a way that the support roller can lift 

the utmost! 

12. Put the pushing bar on to the measuring frame! Close the bases which hold the measuring 

frame and push the device to the place to be measured. 
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13. Connect the USB cable to the measuring device. 

14. Connect the other end of the USB cable to GETAC computer. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

15. Start GETAC computer! 

16. Switch on the measuring device! (Green LED indicates if the device is switched on.) 

 

 

17. Start the measuring program! 

18. Choose the menu ñStart measurementò and enter the name of the new measurement! 
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